
 vineyards steel end post



The vineyards metal end post (PT)  has a very big particular shape that makes it very resistant to lateral 
and longitudinal torsion, and able to withstand the weight of trellising, grapes and wind force. The 
rolled edge are mechanical harvesting friendly. The rolled edge are mechanical harvesting friendly. It’s 
equipped with holes for special wire tensioner insertion. To prenvent sinking, is possible to have a base 
plate with looking pin. End metal posts for vineyards are available in different lenght. 
They can be produced in pre-galvanized steel Sendzimir Z275, Hot Dipped Galvanized steel, Weathering 
Steel (Cor-Ten) and Magnelis.

CODE LENGHT THICKNESS WEIGHT

PT18015 mt.1,80 mm.1,5 kg.3,300

PT19015 mt.1,90 mm.1,5 kg.3,510

PT20015 mt.2,00 mm.1,5 kg.3,700

PT21015 mt.2,10 mm.1,5 kg.3,880

PT22015 mt.2,20 mm.1,5 kg.4,070

PT23015 mt.2,30 mm.1,5 kg.4,255

PT24015 mt.2,40 mm.1,5 kg.4,440

PT25015 mt.2,50 mm.1,5 kg.4,625

CODE LENGHT THICKNESS WEIGHT

PT23018 mt.2,30 mm.1,8 kg.5,060

PT24018 mt.2,40 mm.1,8 kg. 5,280

PT25018 mt.2,50 mm.1,8 kg. 5,500

PT26018 mt.2,60 mm.1,8 kg. 5,720

PT27018 mt.2,70 mm.1,8 kg. 5,940

PT28018 mt.2,80 mm.1,8 kg. 6,160

PT29018 mt.2,90 mm.1,8 kg. 6,380

PT30018 mt.3,00 mm.1,8 kg. 6,600
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Short L12 
wire tensioner

no sinking
base plate and pin

Vineyards steel post accessories

Authorized distributor

Pali zincati in acciaio per vigneti

Dolmec srl 91025 Marsala (TP) +39.0923967346 www.dolmec.com  dolmec@dolmec.com

Different lenghts on request. The data relate to metal post in steel Sendzimir Z275.
*Weights indicated can be subjected to change foreseen by UNI EN 10143

Available in:
•	 Pre-galvanized steel Sendzimir Z275
•	 Hot deep galvanized steel
•	 Magnelis
•	 Weathering steel (Cor-Ten)

Long L12 
wire tensioner


